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Fry-Tops: Gran rendimiento - High performance

Situación conexión
Connection situation

 Gas 3/4’’   Eléctrico

Modelos

FC-120/7 TY
FC-150/7 TY
FC-180/7 TY
FL-120/7 TY
FL-150/7 TY
FL-180/7 TY
FCE-120/7 TY
FCE-150/7 TY
FCE-180/7 TY
FLE-120/7 TY
FLE-150/7 TY
FLE-180/7 TY

Medidas
exteriores

120,5x82x86h

150,5x82x86h

180,5x82x86h

120,5x82x86h

150,5x82x86h

180,5x82x86h

120,5x82x86h

150,5x82x86h

180,5x82x86h

120,5x82x86h

150,5x82x86h

180,5x82x86h

Medidas
embalaje

129x93x118h

159x93x118h

189x93x118h

129x93x118h

159x93x118h

189x93x118h

129x93x118h

159x93x118h

189x93x118h

129x93x118h

159x93x118h

189x93x118h

Superfície
útil 

120x70

150x70

180x70

120x70

150x70

180x70

120x70

150x70

180x70

120x70

150x70

180x70

Kg
neto
217

262

310

217

262

310

217

262

310

217

262

310

Kg
bruto
261

307

358

261

307

358

261

307

358

261

307

358

kW

25

29,4

37,5

25

29,4

37,5

12

15

18

12

15

18

€

6.874
7.982
8.924
6.210
6.949
7.629
7.027
8.268
9.108
6.392
7.661
8.502

m3

1,42

1,74

2,07

1,42

1,74

2,07

1,42

1,74

2,07

1,42

1,74

2,07

Kcal/h

21.500

25.284

32.250

21.500

25.284

32.250

-

-

-

-

-

-

Serie Teppanyaki
Cromo duro & Rectificado - Hard chrome & Rectified steel

FC-120/7 TY

Barra de seguridad 
Safety bar

Mando y tren de chispas 
Control and multi-spark

 Placa de cromo duro de 20mm de espesor (FC/7-TY y FCE/7-TY).  Placa rectificada de 20mm de espesor (FL/7-TY y FLE/7-TY).
 Cubetas recogegrasas de gran capacidad (GN 1/3x10h) situadas en el interior de cada pie/soporte.  El peto y la chimenea 

sobresalen 10 mm por encima de la placa.  Mandos ergonómicos en latón cromado.
 Encendido por tren de chispas a batería.  Válvulas termostáticas EURO-SIT con llama piloto.
 Resistencias blindadas de acero inoxidable.

 Hard chrome griddle 20 mm thick (FC/7-TY and FCE/7-TY).  Rectified griddle 20 mm thick (FL/7-TY and FLE/7-TY). 
 Large capacity fat collector tubs (GN 1/3x10h) located inside each leg/support.  The panel and flue protrude 10 mm above 

the griddle.  Ergonomic controls in chrome-plated brass.
 Ignition by sparks to battery.  EURO-SIT thermostatic valves with pilot light.
 Stainless steel shielded heating elements.

Modelos FCE / FLE: Trifásico 400V~3N 50/60Hz
Models FCE / FLE: Three-phase 400V~3N 50/60Hz

EN DOTACIÓN - INCLUDED
Espátula grande

Modelos en cromo duro:
Rasqueta de cromo duro

Muestra de desengrasante
All models - Spatula
Hard chrome models:
Hard chrome scraper

Degreaser sample

maric
Cuadro de texto




